
 

IN COMPLIANCE WITH CSA STD C22.2 NO 182.3-M1987:  

 S-use male inlets, Cat No SK-1012 rated 10A, 250V; Cat Nos SK-
015A, SK-015B, SK-015H, SK-015K, SK-1010, SK-1015, SK-1015A, 
SK-1015B,SK-1015C, SK-1019, SK-1019A, SK-1021, SK-1023, rated 
15A, 250V.  

 S-use male/female, rated 15A, 250V ac, Cat Nos SK-1013, SK-1020.  
 S-use receptacle, Cat Nos SK-1008 and SK-1016, 15A, 250V ac.  
 Special-use male inlet, Cat No. SK-1026, rated 10 A, 250 V ac.  
 Special-use male inlet, Cat No SK-1022L, rated 2.5 A, 250 V ac.  
 Special-use male inlet, Cat Nos SK-1022M, SK-1022M-C, SK-

1024M, SK-1024M-C, SK-1024M-G, SK-1022M-L, rated 2.5 A, 250 
V ac.  

 Special-use male inlet, Cat No. SK-1031, rated 15 A, 250 V ac.  
 Special-use male inlet, Cat No. SK-1032, rated 15 A, 250 V ac.  
 Special-use male inlet, Cat No. SK-1022N, rated 2.5 A, 250 V ac.  
 Special-use male inlet, Cat No SK-1022P, SK-1022P-S, rated 2.5 A, 

250 V ac.  
 Special-use male inlet, Cat No SK-1033, rated 15 A, 250 V ac.  
 Special-use male inlet, Cat No SK-1034, SK-1034A and SK-1034B, 

rated 15 A, 250 V ac.  
 Special-use male inlet, Cat No SK-1034C, rated 16 A, 250 V ac/ 20 A, 

115 V ac.  
 Special-use male inlet, Cat No SK-1034I, SK-1034N, rated 2.5 A, 250 

V ac.  
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Note: Supplied only to manufacturers for the assembly, as components, of 
equipment, where the  suitability of the combination is determined in the 
end use.   
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