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Attachment Plugs, Fuseless

E141951

Cat. No. Rating No. of Wires Code
8415315X or S53.15A 60A 125Vac 5 abfg
8415325X or S53.25A 60A 120/208Vac 5 abfg
8415335X or S53.35A 60A 250Vac 5 abfg
8415415X or S54.15A 100A 125Vac 5 abfgi
8415425X or S54.25A 100A 120/208Vac 5 abfgi
8415435X or S54.35A 100A 250Vac 5 ab,fgi
8414315X or S43.15A 60A 125Vac 4 afg
8414325X or S43.25A 60A 250Vac 4 afg
8414335X or S43.35A 60A 250Vac 4 afg
8414415X or S44.15A 100A 125Vac 4 af ol
8414425X or S44.25A 100A 250Vac 4 afg,i
8414435X or S44.35A 100A 250Vac 4 afgi
S44.55A 100A 480Vac 4 afgi
8415250X or S52.50A 30A 277/480Vac 5 abfg
8415350X or S53.50A 60A 277/480Vac 5 abfg
8415355X or S53.55A 60A 277/480Vac 5 abfg,i
8415455X or S54.55A 100A 277/480Vac 5 abfg,i
8413150X or S31.50A 20A 480Vac 3 abfg
8413250X or S32.50A 30A 480Vac 3 abfg
8413115X or S31.15A 20A 125Vac 3 abfg
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541 3125X or S31.25A 20A 250Vac 3 abfg
S31.30A, S31.31A 20A 250Vac 3 abfg
8413215X or S32.15A 30A 125Vac 3 abfg
8413225X or S32.25A 30A 250Vac 3 abfg
8413235X or S32.35A 30A 250Vac 3 abfg
8415311X or S53.11A 60A 125Vac 5 abfg
8415321X or S53.21A 60A 120/208Vac 5 abfg
8415331X or S53.31A 60A 250Vac 5 abfg
8414311X or S43.11A 60A 125Vac 4 afg
8414321X or S43.21A 60A 250Vac 4 afg
8414331X or S43.31A 60A 250Vac 4 afg
8413111X or S31.11A 20A 125Vac 3 abfg
8413121X or S31.21A 20A 250Vac 3 ab,fg
8413211X or S32.11A 30A 125Vac 3 abfg
8413221X or S32.21A 30A 250Vac 3 abfg
8413231X or S32.31A 30A 250Vac 3 abfg
8414120X or S41.20A 20A 250Vac 4 afg
8414125X or 541.25A 20A 250Vac 4 afg,i
S41.21A 20A 250Vac 4 afg
S41.30A 20A 250Vac 4 afg
S41.31A 20A 250Vac 4 afg
S41.35A 20A 250Vac 4 afg,i
8414150X or S41.50A 20A 480Vac 4 afg
S41.51A 20A 480Vac 4 afg
8414153X or S41.53A 20A 480Vac 4 afagi
S42.21A 30A 250Vac 4 afg
8414225X or S42.25A 30A 250Vac 4 afg,i
S42.31A 30A 250Vac 4 afg
S42.35A 30A 250Vac 4 afgi
8414250X or S42.50A 30A 480Vac 4 afg
S42.51A 30A 480Vac 4 afg
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8414255X or S42.55A 30A 480Vac 4 afg,i
8414351X or S43.51A 60A 480Vac 4 afg
8415120X or S51.20A 20A 120/208Vac 5 abfg
S51.21A 20A 120/208Vac 5 abfg
8415125X or S51.25A 20A 120/208Vac 5 abfgi
S51.31A 20A 250Vac 5 abfg
S51.35A 20A 250Vac 5 abfgi
8415220X or S52.20A 20A 277/480Vac 5 abfg
8415225X or $52.25A 30A 120/208Vac 5 abfg,i
8415210X or S52.10A 30A 125Vac 5 abfg
S52.15A 30A 125Vac 5 abfgi
8415220X or S52.20A 30A 120/208Vac 5 abfg
S52.21A 30A 120/208Vac 5 abfg
8415230X or S52.30A 30A 250Vac 5 abfg
S52.31A 30A 250Vac 5 abfg
S52.35A 30A 250Vac 5 abfgi
8414210X or S42.10A 30A 125Vac 4 afg
8414220X or S42.20A 30A 250Vac 4 afg
8414230X or S42.30A 30A 250Vac 4 afg
8413110X or S31.10A 20A 125Vac 3 abg
8413120X or S31.20A 20A 250Vac 3 abg
8415130X or S51.30A 20A 250Vac 5 abfg
8413210X or S32.10A 30A 125Vac 3 ab,g
8413220X or S32.20A 30A 250Vac 3 ab, g
8413230X or S32.30A 30A 250Vac 3 abg
Cord connector body

8435315X or K53.15A 60A 125Vac 5 abg
8435325X or K53.25A 60A 120/208Vac 5 abg
8435335X or K53.35A 60A 250Vac 5 ab,g
K51.21A 20A 120/208Vac 5 abfg
8435125X or K51.25A 20A 120/208Vac 5 abg
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K51.31A

20A 250Vac 5 abfg
K51.35A 20A 250Vac 5 abg
8435150X or K51.50A 20A 277/480Vac 5 ab,g
K52.15A 30A 125Vac 5 a,bg
K52.21A 30A 120/208Vac 5 abg
8435225X or K52.25A 30A 120/208Vac 5 ab,g
K52.31A 30A 250Vac 5 ab,g
K52.35A 30A 250Vac 5 abg
8435250X or K52.50A 30A 277/480Vac 5 ab,g
8435351X or K53.51A 60A 277/480Vac 5 ab,g
8435355X or K53.55A 60A 277/480Vac 5 ab,g
8435455X or K54.55A 100A 277/480Vac 5 abg
8435415X or K54.15A 100A 125Vac 5 ab,g
8435425X or K54.25A 100A 120/208Vac 5 ab,g
8435435X or K54.35A 100A 250Vac 5 abg
8434315X or K43.15A 60A 125Vac 4 ag
8434325X or K43.25A 60A 250Vac 4 a9
K43.55A 60A 480Vac 4 a9
8434415X or K44.15A 100A 125Vac 4 ag
8434425X or K44.25A 100A 250Vac 4 ag
8434435X or K44.35A 100A 250Vac 4 a9
8434120X or K41.20A 20A 250Vac 4 ag
8434121X or K41.21A 20A 250Vac 4 a,g
8434125X or K41.25A 20A 250Vac 4 ag
K41.30A 20A 250Vac 4 a9
K41.31A 20A 250Vac 4 a,g
K41.35A 20A 250Vac 4 ag
8434150X or K41.50A 20A 480Vac 4 ag
8434151X or K41.51A 20A 480Vac 4 a,g
8434155X or K41.55A 20A 480Vac 4 a,g
8434221X or K42.21A 30A 250Vac 4 a,g
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K42.31A 30A 250Vac 4 a,g
K42.35A 30A 250Vac 4 ag
8434250X or K42.50A 30A 480Vac 4 ag
8434251X or K42.51A 30A 480Vac 4 ag
8434255X or K42.55A 30A 480Vac 4 a, g
8434351X or K43.51A 60A 480Vac 4 a,g
8434255X or K42.55A 20A 120/208Vac 4 a,bg
8433115X or K31.15A 20A 125Vac 3 ab g
8433125X or K31.25A 20A 250Vac 3 abg
K31.30A 20A 250Vac 3 ab, g
K31.31A 20A 250Vac 3 abg
8433215X or K32.15A 30A 125Vac 3 ab,g
8433225X or K32.25A 30A 250Vac 3 ab g
8433235X or K32.35A 30A 250Vac 3 ab g
8435321X or K53.21A 60A 120/208Vac 5 abg
8435331X or K53.31A 60A 250Vac 5 abg
8434311X or K43.11A 60A 125Vac 4 ag
8434321X or K43.21A 60A 250Vac 4 ag
8434331X or K43.31A 60A 250Vac 4 a,g
8433111X or K31.11A 20A 125Vac 3 ab,g
8433121X or K31.21A 20A 250Vac 3 ab,g
8433211X or K32.11A 30A 125Vac 3 ab,g
8433221X or K32.21A 30A 250Vac 3 ab,g
8433231X or K32.31A 30A 250Vac 3 abg
8435210X or K52.10A 30A 125Vac 5 a,b,g
8435220X or K52.20A 30A 120/208Vac 5 abg
8435230X or K52.30A 30A 250Vac 5 ab,g
8434210X or K42.10A 30A 125Vac 4 ag
8434220X or K42.20A 30A 250Vac 4 ag
8434230X or K42.30A 30A 250Vac 4 ag
8433110X or K31.10A 20A 125Vac 3 abg
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8433120X or K31.20A 20A 250Vac 3 ab g

8435120X or K51.20A 20A, 120/208Vac 5 abfg

8435130X or K51.30A 20A 250Vac 5 abfg

8433210X or K32.10A 30A 125Vac 3 a,bg

8433220X or K32.20A 30A 250Vac 3 ab,g

8433230X or K32.30A 30A 250Vac 2 abg
Attachment Plug Rating Code

S31S10A, S31S15A, S31S20A, S31S25A, S31S50A, S31S55A, S31S70A, | 20 A, 120 Vac Single Phase; 20 A, 250 ab

S31S75A, S31V10A, S31V15A, S31V20A, S31V25A, S31V50A, Vac Single Phase; 20 A, 3-ph wye, 277

S31V55A, _531V70A, S31V75A. Vac,‘20_A, 3 ph wye, 480 Vac

S41S00A, S41S05A, S41S20A, S41S25A, S41S30A, S41S35A, S41S50A, | 20 A, 120/250 Vac Single Phase; 20 A 3- | a, b

S41S55A, S41560A, S41S65A, S41S70A, S41S75A, S41V00A, S41V05A, | ph Delta 250 Vac; 20 A 380/440 Vac; 20

S41V20A, S41V25A, S41V30A, S41V35A, S41V50A, S41V55A, A 3-ph wye, 480 Vac; 20 A 3-ph wye,

S41V60A, S41V65A, S41VT0A, S41V75A. 600 Vac

S51S20A, S51525A, S51S30A, S51S35A, S51S50A, S51S55A, S51570A, | 20 A, 3 ph wye 120/208 Vac; 20 A 3 ph ab

S51S75A, S51V20A, S51V25A, S51V30A, S51V35A, S51V50A, wye 480/277 Vac, 3-ph wye, 600/347

S51V55A, S51V70A, S51V75A. Vac

$32S10A, S32515A, S32520A, S32S25A,532S50A, S32S55A, S32570A, | 30 A, 120 Vac Single Phase; 30 A, 250 ab

S32S75A, S32V10A, S32V15A, S32V20A, S32V25A, S32V50A, Vac Single Phase; 30 A, 3-ph wye, 277

S32V55A, S32V70A, S32V75A. Vac; 30 A, 3 ph wye,480 Vac

S42500A, S42S05A, S42S520A, S42525A, S42S30A, S42535A, S42550A, | 30 A, 120/250 Vac Single Phase; 30 A ab

S42S55A, S42S60A, S42565A, S42S70A, S42575A, S42V00A, S42V05A, | 380/440 Vac; 30 A 380/440 Vac; 30 A, 3

S42V20A, S42V25A, S42V30A, S42V35A, S42V50A, S42V55A, ph Delta, 250 Vac, 30 A, 3-ph wye, 480

S42V60A, S42V65A, S42VT0A, S42VT75A. Vac; 30 A, 3-ph wye, 600 V

S52820A, S52525A, S52530A, S52535A, S52550A, S52555A, S52570A, | 30 A, 3 ph wye 120/208 Vac; 30 A, 3ph | a, b

S52S75A, S52V20A, S52V25A, S52V30A, S52V35A, S52V50A, wye, 480/277 Vac, 30 A, 3-ph wye,

S52V55A, S52V70A, S52V75A. 600/347 Vac

Cord Connectors

K31S10A, K31S15A, K31520A, K31S25A, K31S50A, K31S55A, 20 A, 120 Vac Single Phase; 20 A, 250 a b

K31S70A, K31S75A K31V10A, K31V15A, K31V20A, K31V25AK31V504, | Vac Single Phase; 20 A, 3-ph wye, 277

K31V55A, K31V70A, K31V75A. Vac; 20 A, 3 ph wye, 480 Vac

K41S00A, K41S05A, K41S20A, K41S25A, K41530A, K41S35A, 20 A, 120/250 Vac Single Phase; 20 A ab

K41S50A, K41S55A, K41S60A, K41S65A, K41S70A, K41S75A, 380/440 Vac; 20 A 3 ph Delta 250 Vac,

K41VO0A, K41VO05A, K41V20A, K41V25A, K41V30A, K41V35A, 3-ph wye, 480 Vac; 3-ph wye, 600 V

KA41V50A, K41V55A, K41V60A, K41V65A, K41V70A, K41VT75A.

K51S20A, K51525A, K51S30A, K51535A, K51S50A, K51555A, 20 A, 3 ph wye 120/208 Vac; 20 A 3 ph ab

K51570A, K51S75A, K51V20A, K51V25A, K51V30A, K51V35A, wye 480/277 Vac, 3-ph wye, 600/347

K51V50A, K51V55A, K51V70A, K51V75A. Vac

K32S10A, K32S15A, K32S20A, K32525A, K32S50A, K32S55A, 30 A, 120 Vac Single Phase; 30 A, 250 ab

K32570A, K32575A, K32V10A, K32V15A, K32V20A, K32V25A,
K32V50A, K32V55A, K32V70A, K32V75A.

Vac Single Phase; 30 A, 3-ph wye, 277
Vac; 30 A, 3 ph wye, 480 Vac
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K42500A, K42505A, K42520A, K42S25A, K42530A, K42S35A, 30 A, 120/250 Vac Single Phase; 30A,3 | a, b
K42S50A, K42S55A, K42S60A, K42S65A, K42S70A, K42S75A, ph Delta, 250 Vac, 30 A, 380/440 Vac,
K42VOOA, K42VOSA, K42V20A, K42V25A, K42V30A, K42V354, 30 A, 3-ph wye, 480 Vac; 30 A, 3-ph

K42V50A, K42V55A, K42V60A, K42V65A, KA2VT70A, K42VT5A. wye, 600 V

K52S520A, K52525A, K52S30A, K52S35A, K52550A, K52S555A, 30 A, 3 ph wye, 120/208 Vac; 30 A, 3 ph |a, b
K52570A, K52575A, K52V20A, K52V25A, K52V30A, K52V35A, wye, 480/277 Vac, 30 A, 3-ph wye,

K52V50A, K52V55A, K52V70A, K52V75A. 600/347 Vac

Where X is any digit 0-9 incl.
Codes:

a. Grounding type.

b. Provided with neutral pole.

c. Suitable for wet and damp locations.
d. Not intended for current interruption.
e. Phase inverter.

f. Special polarity.

g. With cap (or cover).

h. Provided with fuses.
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