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Certificate no. 127555

Product
Product group

Company

Certification mark

Standards

Type
02BEEG3H

02BEEG3H-1
03BEEG3G(-R) ‘
03BEEG3GA(-R)
03BEEG3GM(-R)
03BENG3G(-R)
03BENG3GA(-R)
03BENG3GM(-R)
04BEEG3H
04BEEG3S
04BEEG3SA
06BEEG3G(-R)
06BEEG3GA(-R)
06BEEG3GM(-R)
06BEEG3H
06BENG3G(-R)
06BENG3GA(-R)
06BENG3;GM(—R)

10BEEG3G(-R)

@ o B <UVDER> <HARE>

Passive filter unit for electromagnetic interference suppression
Filters

Delta Electronics Inc.

6F, No. 186, Ruey Kuang Road

11491 NEIHU, TAIRPEI

TAIWAN

VDE Mark

DIN EN 609382 (VDE 0565 Teil 3-1):2006-05; EN 60939-2:2005
IEC 60939-2(ed.2)

Technical Data

Rated voltage: AC 250 V
Rated current; 2A/40 Cel

Rated voltage: AC 250 V
Rated current: 2A/40 Cel

Rated voltage: AC 250 V
Rated current: 3A/40 Cel

Rated voltage: AC 250 V
Rated current: 3A/40 Cel

Rated voltage: AC 250V
Rated current; 3A/40 Cel

Rated voltage: AC 250 V
Rated current: 3A/40 Cel

Rated voltage: AC 250 V
Rated current: 3A/40 Cel

Rated voltage: AC 250 V
Rated current; 3A/40 Cel

Rated voltage: AC 250 V
Rated current: 4 A/40 Cel

Rated voltage: AC 250 V
Rated current: 4 A/40 Cel

Rated voltage: AC 250 V
Rated current: 4 A/40 Cel

Rated voitage: AC 250 V
Rated current: 6A/40 Cel

Rated voltage: AC 250 V
Rated current: 6A/40 Cel

Rated voltage: AC 250 vV
Rated current: 6A/40 Cel

Rated voltage: AC 250 V
Rated current: 6 A/40 Cel

Rated voltage: AC 250 V
Rated current: 6A/40 Cel

Rated voltage: AC 250 V
Rated current: 6A/40 Cel

Rated voltage: AC 250 V
Rated current: 6A/40 Cel

Rated voltage: AC 250 V
Rated current: 10A/40 Cel
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